
LIVELLOSTATI ELETTROMAGNETICI - MIN. VUOTO
Electromagnetic level indicators - Min.-drain

TIPO A TIPO
Type Type

LMV1A150 150 LMV1FA150

LMV1A200 200 LMV1FA200

LMV1A250 250 LMV1FA250

LMV1A300 300 LMV1FA300

LMV1A350 350 LMV1FA350

LMV1A400 400 LMV1FA400

LMV1A450 450 LMV1FA450

LMV1A500 500 LMV1FA500

FIGURA 1Picture  
FIGURA 2Picture  

COSTRUZIONE: flangia filettata in alluminio
anodizzato, tubo in ottone, molla e anelli di
arresto in bronzo, galleggiante in resina
espansa NBR.

IMPIEGO E DATI TECNICI
(vedere pag. 1 - 2 -3).

N.B. - A richiesta, forniamo lunghezze
superiori, oppure diverse da quelle indicate in
tabella.

MATERIAL: threaded flange in anodized
aluminium; brass tube; spring and stop ring in
bronze: NBR expended resin float.

APPLICATION AND TECHNICAL DATA
(see page 1 - 2 -3).

N.B. - On customer’s request we supply
superior or different lengths from those
indicated in the reference table.
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Schema di applicazione
Application chart

F = Fusibile - Fuse
C = Relè - Relay
L = Lampada - Lamp

Fig. 2

Pressocavo
Cable campC V

40
A

~
45

~
40

Ø30

Arresto inf.
Lower clamp

Min

Magnete
Magnet

Ø52

Ø35

Ø4,5

Guarnizioni
Gasket

Vuoto
Drain

NC

NC

3
3

NC

NC
vuotomin

Collegamenti elettrici
Electrical connection
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