
Compressed Air & Process Filtration

P-EG
GAS/STEAM FILTER HOUSINGS

Compressed Air & Process Filtration

Stainless steel gas/steam filter housings.

Donaldson® P-EG filter housings are designed for purification 
of compressed air, technical gases and steam. They are 
equipped with NPT thread or flange connections depending 
on size and have an electro-polished or bead-blast surface 
finish. P-EG filter housings are designed to yield low 
differential pressure at high flow rates.

P-EG filter housings are available in 18 different sizes with a 
capacity range from 35 to 12,700 scfm at 100 psig. Optional 
connections are also available to adapt the filter to your 
specific requirements. Standard housings utilize Donaldson 
filter elements with 2-inch, double o-ring, plug-in connections.

A broad selection of filter elements is available to meet 
the compatibility and micron rating requirements of  
your process.

P-EG 

SPECIFICATIONS

MATERIALS

Filter Housings 304 SS 
316L SS (on request)

Seaing Nut 304 stainless steel

Plug 304SS/PTFE gasket

Housing Gasket EPDM (other gaskets available upon 
request)

SURFACE FINISH

Inner

0006-0192 Etched and passivated Ra 63

0432-1920 Bead blast

Outer

0006-0288 Etched, passivated, and polished Ra 63

0432-1920 Bead blastDESIGN PRESSURE/TEMPERATURE

FNPT Housings (0006-1920) 232 psig @ 392°F

FNPT Housing (0288) 174 psig @ 392°F

ANSI Flange Housings (0432-1920) 250 psig

CONNECTION TYPES

NPT thread connection (standard for 0006-0288 single element housing)

ANSI flange (standard starting at 0432; optional up to 0288)

Weld ends

Other connections and bigger housings are available on request



P-EG GAS/STEAM FILTER HOUSINGS

Size
Volume

(gal)
Weight*

(lb)

Dimensions (inches)

Element
SizeA

B
± .125

C

D E F
w/NPT thread

connection
w/buttweld

end

0006 0.1 4 8.2 4.1 0.25 0.375 3 2 4 03/10
0009 0.2 4 9.5 4.25 0.375 0.375 3 2 5 04/10

0012 0.2 4 9.5 4.25 0.50 0.50 3 2 5 04/20

0018 0.2 4 10.5 4.9 0.75 0.75 3 2.3 6 05/20

0027 0.3 6 11.5 4.9 1.00 1.00 3 2.6 6 05/25

0036 0.3 7 13.5 5.5 1.25 1.25 3 2.6 8 07/25

0048 0.6 9 15 6.7 1.50 1.50 4 3.5 8 07/30

0072 0.9 11 18 6.7 2.00 2.00 4 3.5 11 10/30

0108 1.1 12 23 6.7 2.00 2.00 4 3.5 18 15/30

0144 2.1 20 29 8.5 2.50 2.50 5 4.5 23 20/30

0192 2.9 24 39 8.5 3.00 3.00 5 4.5 33 30/30

0288 4.4 36 40 9.5 3.00 3.00 6 4.5 33 30/50

*  Without filter element

Callout Quantity Description

1 1 upper housing bowl

2 1 lower housing bowl

3 1 housing gasket

Callout Quantity Description

4 1 sealing nut

5 1 filter element

6 2 plug

DIMENSIONS

Maßblatt
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Technische Änderungen vorbehalten (Stand: 03/03)

Prozeßfilter Typ P-EG 0006-0288
mit Anschweißanschluß für ISO-Rohr

Größe Inhalt Gewicht* A B C Ø D E F Element
l kg mm mm mm mm mm

0006 0,55 1,7 215 108 17,2/DN 10 70 55 90 03/10
0009 0,65 1,9 243 108 17,2/DN 10 70 55 120 04/10
0012 0,65 1,9 243 108 21,3/DN 15 70 55 120 04/20
0018 0,75 2,0 266 125 26,9/DN 20 70 55 150 05/20
0027 1,0 2,6 293 135 33,7/DN 25 85 74 150 05/25
0036 1,25 3,0 344 140 42,4/DN 32 85 74 200 07/25
0048 2,3 4,3 386 170 48,3/DN 40 104 94 200 07/30
0072 3,3 4,8 460 170 60,3/DN 50 104 94 280 10/30
0108 4,3 5,3 587 170 60,3/DN 50 104 94 450 15/30
0144 8,0 9,0 732 200 76,1/DN 65 129 106 580 20/30
0192 11,1 10,8 987 200 88,9/DN 80 129 106 850 30/30
0288 16,5 16,2 1026 240 88,9/DN 80 154 119 850 30/50

Pos. Stck. Benennung

6 2 Stopfen

5 1 Filterelement

4 1 Nutmutter

3 1 Gehäusedichtung

2 1 Gehäuseunterteil

1 1 Gehäuseoberteil

Zul. Betriebs-
überdruck
0006-0192: 16 bar
0288: 12 bar

Prüfdruck
0006-0192: 28,5 bar
0288: 21,8 bar

Zul. Betriebs-
temperatur: -25 / +150°C

Werkstoff
Gehäuse: 14301 bzw.

14404/14435
Anbauteile: 14301

Oberflächen-
behandlung: innen Ra 1,6;

gebeizt und
passiviert
außen Ra 1,6;
gebeizt, passiviert
und poliert

* ohne Filterelement

Einstufung nach 97/23/EG
für Fluide der Gruppe 2

P-EG 0006 – 0048 Art. 3, Abs 3

P-EG 0072 – 0288 Kat. I

Maßblatt
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Technische Änderungen vorbehalten (Stand: 03/03)

Prozeßfilter P-EG 0006-0288
mit Gewindeanschluß

Größe Inhalt Gewicht* A B C** Ø D E F Element
l kg mm mm mm mm mm

0006 0,55 1,7 215 108 G 1/4” 70 55 90 03/10

0009 0,65 1,9 243 108 G 3/8” 70 55 120 04/10

0012 0,65 1,9 243 108 G 1/2” 70 55 120 04/20

0018 0,75 2,0 266 125 G 3/4” 70 55 150 05/20

0027 1,0 2,6 293 125 G 1” 85 74 150 05/25

0036 1,25 3,0 344 140 G 1 1/4” 85 74 200 07/25

0048 2,3 4,3 386 170 G 1 1/2” 104 94 200 07/30

0072 3,3 4,8 460 170 G 2” 104 94 280 10/30

0108 4,3 5,3 587 170 G 2” 104 94 450 15/30

0144 8,0 9,0 732 216 G 21/2” 129 106 580 20/30

0192 11,1 10,8 987 216 G 3” 129 106 850 30/30

0288 16,5 16,2 1026 240 G 3” 154 119 850 30/50

Pos. Stck. Benennung

6 2 Stopfen

5 1 Filterelement

4 1 Nutmutter

3 1 Gehäusedichtung

2 1 Gehäuseunterteil

1 1 Gehäuseoberteil

zul. Betriebs- 0006-0192: 16 bar
überdruck:

Prüfdruck:

zul. Betriebs-
temperatur:

Werkstoff 1.4301 bzw.
Gehäuse: 1.4404/1.4435

Anbauteile: 1.4301

Oberflächen- innen Ra 1,6;
behandlung: gebeizt und passi-

viert
außen Ra 1,6;
gebeizt, passiviert
und poliert

0288: 12 bar

0006-0192: 18,5 bar
0288: 21,8 bar

-25 / +150°C

-

Einstufung nach 97/23/EG
für Fluide der Gruppe 2

P-EG 0006 – 0048 Art. 3, Abs 3

P-EG 0072 – 0288 Kat. I

* ohne Filterelement ** alternativ auch in NPT lieferbar
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P-EG GAS/STEAM FILTER HOUSINGS

Size
Volume

(gal)
Weight*

(lb)

Dimensions (inches)

ElementA
B

± .125 C** D E F

0006 0.1 6 8.5 8.00 0.50 3 2 4 03/10

0009 0.2 6 9.5 8.00 0.50 3 2 5 04/10

0012 0.2 7 9.5 8.00 0.50 3 2 5 04/20

0018 0.2 9 10.5 9.00 0.75 3 2 6 05/20

0027 0.3 11 11.5 9.69 1.00 3 3 6 05/25

0036 0.3 14 13.5 10.00 1.25 3 3 8 07/25

0048 0.6 18 15.2 11.58 1.50 4 4 8 07/30

0072 0.9 22 18.1 11.69 2.00 4 4 11 10/30

0108 1.1 23 23.1 11.69 2.00 4 4 18 15/30

0144 2.1 33 28.8 13.39 2.50 5 4 23 20/30

0192 2.9 40 39.0 13.39 3.00 5 4 33 30/30

0288 4.4 52 40.4 14.96 3.00 6 5 33 30/50
  *   Without filter element
**   150 lbs ANSI B16.5

Callout Quantity Description

1 1 upper housing bowl

2 1 lower housing bowl

3 1 housing gasket

Callout Quantity Description

4 1 sealing nut

5 1 filter element

6 2 plug

Maßblatt
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Technische Änderungen vorbehalten (Stand: 03/03)

Prozeßfilter Typ P-EG 0006-0288
mit Flanschanschluß

Größe Inhalt Gewicht* A B C Ø D E F Element
l kg mm mm DIN 2633 mm mm mm

0006 0,55 2,7 215 180 DN 10 70 55 90 03/10

0009 0,65 2,9 243 180 DN 10 70 55 120 04/10

0012 0,65 3,4 243 180 DN 15 70 55 120 04/20

0018 0,75 4,0 266 202 DN 20 70 55 150 05/20

0027 1,0 4,8 293 212 DN 25 85 74 150 05/25

0036 1,25 6,4 344 220 DN 32 85 74 200 07/25

0048               2,3                8,0               386 254             DN 40 104                94  200  07/30
0072 3,3 10,0 460 260 DN 50 104 94 280 10/30

0108 4,3 10,5 587 260 DN 50 104 94 450 15/30

0144 8,0 15,0 732 290 DN 65 129 106 580 20/30

0192 11,1 18,2 987 300 DN 80 129 106 850 30/30

0288 16,5 23,6 1026 340 DN 80 154 119 850 30/50

Pos. Stck. Benennung

6 2 Stopfen

5 1 Filterelement

4 1 Nutmutter

3 1 Gehäusedichtung

2 1 Gehäuseunterteil

1 1 Gehäuseoberteil

* ohne Filterelement

zul. Betriebs- 0006-0192: 16 bar
überdruck:

Prüfdruck:

zul. Betriebs-
temperatur:

Werkstoff 1.4301 bzw.
Gehäuse: 1.4404/1.4435

Anbauteile: 1.4301

Oberflächen- innen Ra 1,6;
behandlung: gebeizt und passi-

viert
außen Ra 1,6;
gebeizt, passiviert
und poliert

0288: 12 bar

0006-0192: 18,5 bar
0288: 21,8 bar

-25 / +150°C

-

Einstufung nach 97/23/EG
für Fluide der Gruppe 2

P-EG 0006 – 0048 Art. 3, Abs 3

P-EG 0072 – 0288 Kat. Iwith flange connection ANSI 150 lb

C

A

F D

B

E

DIMENSIONS



Donaldson Company, Inc.
Compressed Air and Process Filtration
PO Box 1299
Minneapolis, MN
55440-1299 U.S.A.

Tel 800-543-3634 (USA)
Tel 800-343-3639 (within Mexico)
Fax 952-885-4791

processfilters@donaldson.com 
donaldsonprocessfilters.com

Q
ua

lit
y 

M

anagement S
ystem

ISO
9001:2008

Registered:

P-EG Gas/Steam Filter Housings} (07/14)
© 2007 Donaldson Co., Inc. All Rights Reserved. Information in the document is subject to change without notice.
{Contains Donaldson proprietary technology.}

P-EG GAS/STEAM FILTER HOUSINGS

Size
Volume

(gal)
Weight*

(lb)

Dimensions (inches)

Qty
Element

SizeA B (± .125) C** D E F

0432 9.5 95 36.7 16.14 4 8.6 7.3 23 3 20/30

0576 11.9 97 47.0 16.14 4 8.6 7.3 33 3 30/30

0768 20.3 154 51.3 18.90 6 10.8 8.2 33 4 30/30

1152 29.1 176 54.8 21.26 6 12.8 8.8 33 6 30/30

1536 50.2 298 58.8 26.00 8 16.0 12.3 33 8 30/30

1920 50.2 298 58.8 26.00 8 16.0 12.3 33 10 30/30

   *   Without filter element
 **  150 lbs ANSI B16.5

Position Description

1 upper housing bowl

2 lower housing bowl

3 hexagon bolt

4 washer

5 nut

6 gasket

7 bracket bolt

8 bracket plate

9 tie rod

10 filter element

11 plug

12 lifting eye bolts

13 spring

DIMENSIONS

with flange connection
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Technische Änderungen vorbehalten (Stand: 03/03)

Prozeßfilter Typ P-EG 0432-1920
mit Flanschanschluß

Größe Inhalt Gewicht* A B C Ø D E F Element
l kg mm mm DIN 2576 mm mm mm

0432 36 43 1090 410 DN 100 219,1 200 580 3x20/30

0576 45 44 1350 410 DN 100 219,1 200 850 3x30/30

0768 77 70 1410 480 DN 150 273 240 850 4x30/30

1152 110 80 1460 540 DN 150 323,9 250 850 6x30/30

1536 190 135 1600 660 DN 200 406,4 300 850 8x30/30

1920 190 135 1600 660 DN 200 406,4 300 850 10x30/30

Pos. Stck. Benennung

13 Druckfeder

12 Ringschraube

11 Stopfen

10 Filterelement

9 Zuganker

8 Stützteller

7 Spannmutter

6 Flachdichtung

5 Sechskantmutter

4 Unterlegscheibe

3 Sechskantschraube

2 Gehäuseunterteil

1 Gehäuseoberteil

Zul. Betriebs-
überdruck: 10 bar

Prüfdruck: 18,3 bar

Zul. Betriebs-
temperatur: -25 / +150°C

Werkstoff
Gehäuse: 1.4301 bzw.

1.4404/1.4435

Anbauteile: 1.4301

Oberflächen- gebeizt und
behandlung: passiviert

* ohne Filterelement

Einstufung nach 97/23/EG
für Fluide der Gruppe 2

P-EG 0432 – 0768 Kat. II

P-EG 1152 – 1920 Kat: III
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