
Metric Sizes

1J-171- 100' Bag

3 1.8 .6 230 PSI 90 PSI .35 6.4 mm B, PI
1C-171- 500' Reel

1B-171- 1000' Reel

1A-171- 2500' Reel

1J-156- 100' Bag

4 2.4 .8 210 PSI 85 PSI .62 9.5 mm B, PI
1C-156- 500' Reel

1B-156- 1000' Reel

1A-156- 2500' Reel

1J-158- 100' Bag

6 4 1 160 PSI 65 PSI 1.21 12.7 mm B, PI1B-158- 500' Reel

1A-158- 1000' Reel

1J-159- 100' Bag
8 5 1.5 190 PSI 75 PSI 2.36 19 mm B, PI

1A-159- 500' Reel

1J-160- 50' Bag
10 6.5 1.75 170 PSI 70 PSI 3.51 22.2 mm B, PI

1A-160- 500' Reel

1J-161- 50' Bag
12 8 2 155 PSI 60 PSI 4.83 28.6 mm B, PI

1A-161- 250' Reel
1J-162- 50' Bag

16 11 2.5 150 PSI 60 PSI 4.85 76.2 mm B, PI
1A-162- 200' Reel

1J-157- 50' Bag

1/8" .066" .030" 255 PSI 100 PSI .44 1/4" B, PI
1L-157- 250' Box
1C-157- 500' Reel
1B-157- 1000' Reel
1A-157- 2500' Reel
1J-156- 100' Bag

5/32" 3/32" .031" 210 PSI 85 PSI .62 3/8" B, PI
1C-156- 500' Reel
1B-156- 1000' Reel
1A-156- 2500' Reel
1J-107- 100' Bag

3/16" .107" .040" 220 PSI 90 PSI .92 3/8" B, PI1B-107- 1000' Reel
1A-107- 2000' Reel
1J-169- 100' Bag

1/4" 1/8" .062" 265 PSI 105 PSI 1.83 1/2" B, PI1B-169- 500' Reel
1A-169- 1000' Reel
1J-151- 100' Bag

1/4" .160" .045" 175 PSI 70 PSI 1.44 1/2" B, PI,
FX1B-151- 500' Reel

1A-151- 1000' Reel
1J-152- 100' Bag

3/8" .245" .065" 170 PSI 70 PSI 3.15 7/8" B, PI,
FX1B-152- 250' Reel

1A-152- 500' Reel
1J-161- 50' Bag

15/32" 5/16" .079" 155 PSI 60 PSI 4.83 1-1/8" B, PI
1A-161- 250' Reel
1J-166- 50' Bag

1/2" .320" .090" 175 PSI 70 PSI 5.77 1-1/8" B, PI
1A-166- 250' Reel
1J-163- 50' Bag

9/16" 3/8" .094" 155 PSI 60 PSI 6.85 1-3/8" B, FX
1A-163- 200' Reel
1A-176- 150' Reel

3/4" .467" .142" 175 PSI 70 PSI 13.47 1-1/2" B, FX
1E-176- Cut Length

Our Ether-based Fre-Thane® is our most versatile tubing. Highly flexible with excellent 
memory, it has the most variation possibilities of any of our tubing and is available in a 

rainbow of colors.

Fre-Thane® 95A Polyurethane
Part Number & 

Color Code
Packaging 
Unit Size OD ID Wall Standard Colors

Working Pressure lbs./
100' Bend Radius Fitting75̊ F/25̊ C 150̊ F/65̊ C

Part Number & 
Color Code

Packaging 
Unit Size

OD
mm

ID
mm

Wall
mm Standard Colors

Working Pressure lbs./
100' Bend Radius Fitting75˚F/25˚C 150˚F/65˚C

Variations Available: Coiling • Colors • Cutting • Bonding • Printing • Packaging • Sizes
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